
Acrylic 
 Bathtubs
Qualities  
of Aquatica Acrylic Bathtubs.

• Warmth

• Durability

• Easy maintenance

• Good mechanical resistance against scratches, use and tear

• Available in any colour (certain models)

• Possible to order with warm air massage system (only Allegra)

Benefits  
of Aquatica Acrylic Bathtubs.

• Fiberglass (GRP) reinforcement layer – 4 mm; at the bathtub bottom – up to 22 mm

• 0.5” (12 mm) ThermoMate™ Polyurethane Foam (PU) thermoinsulation layer  

 – for additional heat retention, sound insulation and mechanical resistance

• A solid steel frame construction with adjustable legs – for easy dismantling and  

 folding to bring in a narrow space,

• Removable decorative panels for easy installation and servicing.

www.aquaticaplumbing.com

E: info@aquaticaplumbing.com
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20 mm reinforcement layer allows
to safely install water mixer

4 mm PMMA acrylic provides
for safe and durable maintenace
of bathtub

3-5 mm GRP reinforcement layer 
gives strength to bathtub

 layer 
provides for additional heat and
sound insulation

Steel frame for bathtub bottom 
and perimeter ensures stabilit

Decorative panels with easily
removable, comfortable and
secure fittings

Up to 22 mm reinforcement 
layer at the bottom secures 
permanence of the bathtub shape


